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& General
Information

PROFILES
RH FACTORY

If you're tired of being shunted from pillar to post when
you want help with cladding, i

Profites. You see, we're an object le

maka the customars maore imporant than Salos

wien you pick up the phone for a chat about he
want b

telephone tour of every departme
to talk to.

That way, you lose your patience and we lose a
By busileliry ! ralationship with

we s sure "

what we know as old fashioned

it's a standard of service which is appreciated all around

At In the Middls East, for example, where

d good manners go hand in hand

with business, you'll find many developments in

industry, o and g fram
superior range Products

Andt what @ range it is!
£ G that s oF and  their
customers cowld wish for, te create bright
exciting bulldings tough enough to stand up to the
fire elermants and sl look terrific for profiled
shoats, for wall and roofs, fransiucent roof lights plus ail
the fashings, fikings and fillers you could possitly meed,
Profite is the name o remember.

Seo owr cholce of colours, with no less than 40 colours
plus the avallability - 1o your ord of any RAL colour
rtier e, G, ee e L A .arh’y what you
noed. 11's just anoth files sorvice
A . the coated stesl saves Oimams by, r.»-:r-m;
longer. Different coatings for differen
guaranies year fruo economy - and i

And speaking of style, being versatiie makes Profile,
axtromely Boxible in use. with looks that really stand
ot

And that's what you want for your business, (sn't {7

Coating
Profie renge of
solours phus an almost Himitle
iat ordar - aif from
ive solution fo

PVFZ, Shicon Polyest 5, - lining
enamel available on a galvani 17, SUDAICRNE o>
BS 2089 (1982) Zinc/Alumir alloy com o
plain galvanised steel mill shed, or pre caaaea
uminium make a substantial coniribution fo
rctoning the architect's design optian:
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P.O. BOX 656, SHARJAH - UNITED ARAB EMIRATE
TEL : (8716) 22 - FAX : (9716) 5342000
E-mail : prod@profilesrhf.com

Website : http://www.profilesrhf.com




SPECIFICATION

SHEET

Aluminium alloy, used in the production of profiled
roof and wall cladding panels, is EN AW 3105
which conforms to BS 3105 Alloy N31, and DIN
1725 Alloy Al Mn 0.50 Mg 0.50

Material Properties

Ultimate Strength : Min 152 N/mm2

Yield Strength : Min 124 N/mm2

Modulus of elasticity : 69000 N/mm2

Coef. of linear thermal expansion : 24 X 105 per deg. C.

When exposed to the atmosphere natural alu-
minium forms a thin layer of protective oxide
coating on this surface. Thanks to this composi-
tion, the roofing element is adequately protect-
ed against corrosion under normal conditions of
exposure to atmospheric conditions, especially
in coastal and industrial area.

Aluminium is classified as a non-combustible
material, as defined by BS 476: part 4:1970.
Roof coverings of aluminium alloy are rated
EXT AA when tested in accordance with BS
476: part 3: 1958.

Combining with other material

These roof coverings can come into direct con-
tact with plastics, galvanized steel, high-grade
and pre-painted steel and zinc sheets.

Direct contact with ordinary steel, copper, brass
and lead should be avoided by introducing a
continuous separating element such as PVC

NOTE:

PROFILED
ALUMINIUM SHEETS

tape, or bitumen felt strips or alternatively,
painting with zinc chromate or aluminium paint.
This also applies to direct contact with mortar
and concrete.

Timber parts which come into contact with alu-
minium should be treated with impregnating
agents which do not contain copper salts, mer-
cury salts, phenol compounds or fluorine com-
pounds.

This is the natural untreated surface of the
metal as it leaves the rolling mill.

Stucco-embossed

Stucco-embossed aluminium is mill-finished
aluminium. This is roller-embossed to produce
an irregular raised pattern finish. The advan-
tage of embossing is that direct reflections and
sun glaze are diffused, without reduction in the
total reflectivity.

Polyester colour-coated

An economical, - long-life coating, factory
applied polyesterfon the exposed side, and a
lacquer coating on the reverse side. This is
available in RAL as well as BS colour shades.

PVF2 colour-coated

Excellent U.V. resistant, long-life coating of 2
coats of factory applied PVF2 on the exposed
side and a lacquer coating on the reverse side.
Available in RAL as well as BS colour shades.

All Printed catalogues, data sheets, etc., should not be taken as specifications unless they are confirmed by
Profiles RH Factory LLC in writing. Customers should always get a copy of the mill certificate in order to find
out the material available and allocated for the respective job.

Profiles RH Factory LLC reserves the right to alter any details of specifications without notice.

PROFILES RH FACTORY LLC.

P.O. BOX 656, SHARJAH - UNITED ARAB EMIRATES

TEL : (9716) 5342222 - FAX : (9716) 5342000
E-mail : pro@profilesrhf.com
Website : http://www.profilesrhf.com




ALUMINIUM
RH 25253

185
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COVERING WIDTH 1012 mm

NOMINAL WIDTH 1085 mm

APPLICATIONS
Roof and wall sheets

SPECIFICATIONS

REF. PROFILED ALUMINIUM SPEC. SHEET

ALLOWABLE LOAD TABLE:

Purlins centers in mm

1000

1250

1500

WEIGHT

KGM*

515

298

1.644

6862

459

611

354

787

546

706

409

632

462

716

515

798

566

a7a

665

Working Load in N/m? and limiting deflection L/200.Yield strength considered is 160N/mm’.

Values would change for other yield strengths.

Profiles RH Factory LLC can produce in any length upto 16m and 1.095m width.

PROFILES RH FACTORY LLC.

0. BOX 656, SHARJAH - UNITED ARAB EMIRATES

TEL : (9716) 5342222 - FAX : (9716) 5342000

E-mail : pro@profilesrhf.com

Website : http://www.profilesrhf.com




ALUMINIUM
RH 4" BOX RIB

COVERING WIDTH 815 mm

MNOMINALWIDTH 972 mm

APPLICATIONS
Roof and wall sheets

SPECIFICATIONS
REF. PROFILED ALUMINIUM SPEC. SHEET

ALLOWABLE LOAD TABLE:

Purlins centers in mm

1000 1250 1500 WEIGHT
KG/M*

1841 245 547 1.875

23am 875
2185 649
2731
2522
3152
2852
3585
3174 118469
3870
3489
4361
4087
5122
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Working Load in N/m? and limiting deflection L/200.Yield strength considered is 160N/mm’,
Values would change for other yield strengths.
Profiles RH Factory LLC can produce in any length upto 16m and 0.972m width.

PROFILES RH FACTORY LLC.

P.O. BOX 656, SHARJAH - UNITED ARAB EMIRATES
: (8716) 5342222 - FAX : (9716) 5342000

E-mail : pro@profilesrhf.com

Website : http:/www.profilesrhf.com




ALUMINIUM
RH 35/207

COVERING WIDTH 1035 mm
NOMINAL WIDTH 1085 mm

APPLICATIONS
Roof and wall sheets

SPECIFICATIONS
REF. PROFILED ALUMINIUM SPEC. SHEET

ALLOWABLE LOAD TABLE:

Purlins centers in mm M

1000 1250 1500 mm 4M | WEIGHT
KGM*
1979 1267 821 103138 1.61
2474 1584
2359 1510 978 122842
2049 1887
2733 1749
2186
1985 161348
2482
2218 180157
2772

2447
3050
2868 234838
3620
Working Load in N/m? and limiting deflection L/200.Yield strength considered is 160N/mm®.

Values would change for other yield strengths.
Profiles RH Factory LLC can produce in any length upto 16m and 1.085m width.

PROFILES RH FACTORY LLC.

P.O. BOX 656, SHARJAH - UNITED ARAB EMIRATES
TEL : (9716) 5342222 - FAX : (8716) 5342000

E-mail : pro@profilesrhf.com

Website : http://www.profilesrhf.com




ALUMINIUM
RH 38/200
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COVERING WIDTH 1000 mm

NOMINAL WIDTH 1045 mm

APPLICATIONS
Roof and wall sheets

SPECIFICATIONS
REF. PROFILED ALUMINIUM SPEC. SHEET

ALLOWABLE LOAD TABLE: IEI

Span conditon Purlins centers in mm

1000 1250 1500 WEIGHT ZxBOTT.
KGIM? mm*M
989 1.67 9748

150116 2.00 11606

173906 2,33 13433

187355 . 15229

243231

Working Load in N/m? and limiting deflection L/200.Yield strength considered is 160N/mm".
Values would change for other vield strengths.
Profiles RH Factory LLC can produce in any length upto 16m and 1.045m width.

PROFILES RH FACTORY LLC.

P.O. BOX 656, SHARJAH - UNITED ARAB EMIRATES
TEL : (9716) 5342222 - FAX : (9716) 5342000
profilesrhf.com
http://www.profilesrhf.com




ALUMINIUM
RH 45/150
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COVERING WIDTH 900 mm

NOMINAL WIDTH 940 mm | |

APPLICATIONS
Roof and wall sheets

SPECIFICATIONS
REF. PROFILED ALUMINIUM SPEC. SHEET

ALLOWABLE LOAD TABLE:

Purlins centers in mm Ml
1000 1250 1500 mm 4M | WEIGHT
KG/M?
2128 198571 1.85

2660
2536 236756

274441

311630

348329

384540

455519

Working Load in N/m? and limiting deflection L/200.Yield strength considered is 160N/mm’.
Values would change for other yield strengths. )
Profiles RH Factory LLC can produce in any length upto 16m and 0.940m width.

PROFILES RH FACTORY LLC.

P.O. BOX 656, SHARJAH - UNITED ARAB EMIRATES
TEL : (9716) 5342222 - FAX : (9716) 5342000

E-mail : pro@profilesrhf.com

Website : http://www.profilesrhf.com




ALUMINIUM
RH 45/250

I|||

COVERING WIDTH 1000 mm
NOMINAL WIDTH 1053 mm

APPLICATIONS
Roof and wall sheets

SPECIFICATIONS
REF. PROFILED ALUMINIUM SPEC. SHEET

ALLOWABLE LOAD TABLE:

Purlins centers in mm Ml

1250 1500 mm 4/M | WEIGHT
KGIM!
1344 934 151122 1.67

1680
1604
2005
1861 208977

18004

265386 g 20104

347340

Working Load in N/m? and limiting deflection L/200. Yield strength considered is 160N/mm’.
Values would change for other yield strengths.
Profiles RH Factory LLG can produce in any length upto 16m and 1.053m width.

PROFILES RH FACTORY LLC.

P.O. BOX 656, SHARJAH - UNITED ARAB EMIRATES
TEL : (9716) 5342222 - FAX : (9716) 5342000

E-mail : pro@profilesrhf.com

Website : http:/www.profilesrhf.com




ALUMINIUM
RH 50/167

COVERING WIDTH 1000 men

NOMIAL WIDTH 1055 mm

APPLICATIONS
Roof and wall sheets

SPECIFICATIONS
REF. PROFILED ALUMINIUM SPEC. SHEET

ALLOWABLE LOAD TABLE:

Purlins centers in mm MI
1000 1250 mm 4/M | WEIGHT
KG/M
3385 2167 234375 | 1.884
4231 2708
4039 2585 279588
5048 an
4685 2998 324256
5856 3748
5324 3407 368IBS
6655 4259
5955 38N 411978
7444
6572 455041
8223
7804
9755

Working Load in N/m? and limiting deflection L/200.Yield strength considered is 160N/mm®.
Values would change for other yield strengths.
Profiles RH Factory LLC can produce in any length upto 16m and 1.055m width.

PROFILES RH FACTORY LLC.

P.O. BOX 656, SHARJAH - UNITED ARAB EMIRATES
TEL : (9716) 5342222 - FAX : (9716) 5342000

E-mail : pro@profilesrhf.com

Website : http://www.profilesrhf.com




SPECIFICATION

SHEET

The base material shall conform to ASTM
AB53 Commercial Quality or structural
quality (Yield strength of 345 N/mm2)
subject to availability.

Plain Galvanized

The base steel material shall be hot dipped
galvanized Zinc coating thickness as per
ASTM A853-G90/G60 (Zinc coating
275g/m2/180g/m?2 total both sides) subject to
availability.

AL-Zn coated

The base material shall be coated in AZ150
(150g/m2 of Aluminium Zinc coating). This
coating offers superior corrosion resistance
as compared to galvanized sheet.

NOTE:

PROFILED STEEL
SHEETS

Paint Finishes

Applies for galvanized as well as Alu-Zinc.

Polyester

An economical long life coating. External side
coated in 5-20 microns polyester and internal
side coated in 5-7 microns primer.

This coating has high resistance to fading
due to excellent UV resistance. Available in
BS and RAL colour shades.

PVC Plastisol

This coating has an excellent resistance to
flaking and has good anti-fading properties.
This coating is used in a thickness of 200
microns.

All Printed catalogues, data sheets, etc., should not be taken as specifications unless they are confirmed by

Profiles RH Factory LLC in writing.

Profiles RH Factory LLC reserves the right to alter any details of specifications without notice.
Customers should always get a copy of the mill certificate in order to find out the material available and

allocated for the respective job.

PROFILES RH FACTORY LLC.

P.O. BOX 656, SHARJAH - UNITED ARAB EMIRATES

TEL : (9716) 5342222 - FAX : (9716) 5342000
E-mail : pro@profilesrhf.com
Website : http:/www.profilesrhf.com




STEEL
RH 25253

COVERING WIBTH 1012 mm

MOMINAL WIDTH 1995 mm

APPLICATIONS
Roof and wall sheets

SPECIFICATIONS
REF. PROFILED STEEL SPEC. SHEET

ALLOWABLE LOAD TABLE:

Span condition Purlins centers in mm

1000 1250 1500 WEIGHT

KGimM*

1783 1141 783 472

2229 1427 a9

1357 943

1687

1569

1962

1777

2za2

1982

2477

2182

2728

2572

3215

Working Load in N/m? and limiting deflection L/200. Yield strength considered is 345N/mm’,
Values would change for other yield strengths.
Profiles RH Factory LLC can produce in any length upto 16m and 1.095m width.

PROFILES RH FACTORY LLC.

P.0. BOX 656, SHARJAH - UNITED ARAB EMIRATES
TEL : (9716) 5342222 - FAX : (9716) 5342000

E-mail : pro@profilesrhf.com

Website : http://www.profilesrhf.com




STEEL
RH 4" BOX RIB

COVERING WIDTH 915 mm

NOMINAL WIDTH 972 mm

APPLICATIONS
Roof and wall sheet

SPECIFICATIONS

REF. PROFILED STEEL SPEC. SHEET

ALLOWABLE LOAD TABLE:

Purlins centers in mm

MI

1000

1250

1500

mm 4/M

(WEIGHT]|

ZxTOP

ZxBOTT.

KGIM*

mm*M

mm*M

3581
4489

2208

2873

1485

62131

4.853

4757

5204

1905

4342

2779

1785

5424

3474

2a12

5077

3249

2009

6346

4062

2821

5438

3481

2249

6708

4351

3021

6149

3935

2543

106431

7686

4319

3416

4380

2831

118469

5475

3802

Working Load in N/m2 and limiting deflection L/200.Yield strength considered is 345N/mm”.,
Values would change for other yield strengths.
Profiles RH Factory LLC can produce in any length upto 16m and 0.972m width.

PROFILES RH FACTORY LLC.

P.O. BOX 656, SHARJAH - UNITED ARAB EMIRATES
TEL : (9716) 5342222 - FAX : (9716) 5342000

E-mail : pro@profilesrhf.com

Website : hitp:/www.profilesrhf.com




STEEL
RH 35/207

207
T 1
COVERING WIDTH 1035 mm

NOMINAL WIDTH 1085 mm

APPLICATIONS
Roof and wall sheet, Roof & wall liner and interior partition

SPECIFICATIONS
REF. PROFILED STEEL SPEC. SHEET

N/M°

ALLOWABLE LOAD TABLE:

Purling centers in mm MI

1000 1250 1500 mm 4/M |WEIGHT| ZxTOP |ZxBOTT,
KG/M® | mm/M | mm'M
3855 2467 1713 83172 | 416 4036 Ta819

4818 3084 2141

4679 2094 2072 112028

5848 3743 2599
5491 3514 2441 132580

6864 4383 3051
5893 3722 2619 142244

7366 | 4714 | 3274

G688 4281 2973 161348

8361 5351 arvis
TaT2 Ta72 3321 180157

4341 5978 4151
Working Load in N/m2 and limiting deflection L/200.Yield strength considered is 345N/mm’.
Values would change for other yield strengths.

Profiles RH Factory LLC can produce in any length upto 16m and 1.085m width.

PROFILES RH FACTORY LLC.

P.O. BOX 656, SHARJAH - UNITED ARAB EMIRATES
TEL : (9716) 5342222 - FAX : (9716) 5342000

E-mail : pro@profilesrhi.com

Web : http://www.profilesrhf.com




STEEL
RH 38/200
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COVERING WIDTH 1000 mm
NOMINAL WIDTH 1045 mm

APPLICATIONS
Roof and wall sheet, Roof & wall liner and interior partition

SPECIFICATIONS
REF. PROFILED STEEL SPEC. SHEET

ALLOWABLE LOAD TABLE: @i

Purling cenlers in mm Ml
1000 | 1250 | 1500 2 mm 4/M [WEIGHT| ZxTOP [ZxBOTT.
KGIM' | mm*M | mm*M
4332 | 1925 113782 | 4.31 | 4536 | 8800
5415 2407

5260 2338 138092 . 5508

B575 2922
6176 2745 162054

7720 3431
6625 2046 173506
8287 3683
7527 3345 197353
9408 4181
8412 3793 220460
10515 4673
Working Load in N/m? and limiting deflection L/200.Yield strength considered is 345N/mm’.

Values would change for other yield strengths.
Profiles RH Factory LLC can produce in any length upto 16m and 1.045m width.

PROFILES RH FACTORY LLC.

P.O. BOX 656, SHARJAH - UNITED ARAB EMIRATES
TEL : (9716) 5342222 - FAX : (9716) 5342000

E-mail : pro rofilesrhf.com

Website : hitp://www.profilesrhf.com




STEEL
RH 45/150

/N \L_Y| N

|20
1=

COVERING WIDTH 800 mm

"
| | NOMINAL WIDTH 940 mm

APPLICATIONS
Roof and wall sheet

SPECIFICATIONS

REF. PROFILED STEEL SPEC. SHEET

ALLOWABLE LOAD TABLE:

Span condiion Purlins centers in mm MI
1000 1250 1500 mm 4/M |WEIGHT| ZxTOP
KGN | mmM
8473 4143 2877 179200 4.79 6925

8032 5178 3596
7859 5030 3493 217726
9824 | 6287 4366
9227 5801 4160
11533 T3g 5126
9904 | 6338 | 4402 274441
12379 7823 5502
11243 | 7196 | 4897

EEIEEI BT

B
>

=]
B
=]

14054 | £995 G246
12565 | 8041 5584
15706 | 10052 6380

EE

Working Load in N/m? and limiting deflection L/200.Yield strength considered is 345N/mm”.
Values would change for other yield strengths.
Profiles RH Factory LLC can produce in any length upto 16m and 0.94m width.

PROFILES RH FACTORY LLC.

P.O. BOX 656, SHARJAH - UNITED ARAB EMIRATES
TEL : (9716) 5342222 - FAX : (9716) 5342000

Website : http://www.profilesrhf.com




STEEL
RH 45/250

COVERING WIDTH 1000 mm

NOMINAL WIDTH 1053 mm

APPLICATIONS
Roof & wall sheet, Roof & wall liner and interior partition

SPECIFICATIONS
REF. PROFILED STEEL SPEC. SHEET

ALLOWABLE LOAD TABLE: _N"JM

Purlins centers in mm MI
1000 1250 1500 mm 4/M [WEIGHT| ZxTOP [ZxBOTT.
KG/M | mmM | mm'm
4088 2654 136430 | 4.31 4280 10394
5184 3270

4968 | 3180 i 165723 | 5.27 5201
6210 | 3974

5838 | 3ro1 184650 . 6113
7208 | 4671

6270 4071 208977 5 B564
7837 5088

7125 4560 237361
B306 5782

7970 5175 265386
9963 6376

Working Load in N/m2 and limiting deflection L/200.Yield strength considered is 345N/mm®.
Values would change for other yield strengths.
Profiles RH Factory LLC can produce in any length upto 16m and 1.053m width.

PROFILES RH FACTORY LLC.

P.O. BOX 656, SHARJAH - UNITED ARAB EMIRATES
TEL : (9716) 5342222 - FAX : (9716) 5342000

E-mail : pro@profilesrhf.com

Website : hitp://www.profilesrhf.com




STEEL
RH 50/167

25|

COVERING WIDTH 1000 mm

NOMINAL WIDTH 1055 mm

APPLICATIONS

Roof and wall sheet, Roof & wall liner and interior partition

SPECIFICATIONS

REF. PROFILED STEEL SPEC. SHEET

ALLOWABLE LOAD TABLE:

[ ]

Purling centers in mm

MI

1000

1250

1500

mm &M

WEIGHT

ZxBOTT.

KGIM

mm'/M

7299

4872

3244

234375

9124

5839

5416

12122

8709

5574

279588

6967

6465

324256

BO&2

7347

368385

a1g4

B218

411978

10272

8079

455041

11348

10770

539583

13462

Working Load in N/m# and limiting deflection L/200.Yield strength considered is 345N/mm’.
Values would change for other yield strengths.

Profiles RH Factory LLC can produce in any length upto 16m and 1.055m width.

PROFILES RH FACTORY LLC.

P.O. BOX 656, SHARJAH - UNITED ARAB EMIRATES
TEL : (9716) 5342222 - FAX : (9716) 5342000

E-mail : pro@profilesrhf.com
Website : http://www.profilesrhf.com




STEEL RH 45/150
(REVERSED)

1
COVERING WIDTH 800 mm
NOMINAL WIDTH 940 mm

APPLICATIONS
Structural Decking

ALLOWABLE LOAD TABLE:

Span condiion Secondary beam centers in mm M1

ZxBOTT.

1000 1250 1500 1750 mm 4/M [WEIGHT)
| KGIM*

mm/M

5013 2228 . 159683 | 4.26

B176

6266 2785

6227 2767 198571 | 5.32

7783 3459

7425 3300 236756 | 6.38

9282 4125

8609 3826 274441

10761 4783

8777 4345 311830

10930 4858 216 348329

13662 6072

0.80
HA7 12221 5431

Working Load in N/m? and limiting deflection L/200.Yield strength considered is 345N/mm’.

Values would change for other yield strengths.
Profiles RH Factory LLC can produce in any length upto 16m and 0.94m width.

PROFILES RH FACTORY LLC.

P.0. BOX 656, SHARJAH - UNITED ARAB EMIRATES
TEL : (9716) 5342222 - FAX : (9716) 5342000

E-mail : pro@profilesrhf.com

Website : http://www.profilesrhf.com




STEEL
RH 64/150

COVERING WIDTH 750 mm
NOMINAL WIDTH 785 mm

APPLICATIONS
Structural Decking

ALLOWABLE LOAD TABLE:

Secondary beam centers in mm Ml

2500 | 2750 | 3000 | 3250 mm 4/M (WEIGHT| ZxTOP |ZxBOTT.
KGN | mm*M
1457 1204 862 5 426083 574 | 16373

1827 1505
1772 1465 518202
2216 1831
2084 1723 2 609401

2606 2153
2238 1851 654658
2800 2313
2547 | 2105 744491

3183 | 2631
2851 2356 833419
3564 2045

Working Load in Nim? and limiting deflection L/200.Yield strength considered is 345N/mm".
Values would change for other yield strengths.
Profiles RH Factory LLC can produce in any length upto 16m and 0.785m width.

PROFILES RH FACTORY LLC.

P.O. BOX 656, SHARJAH - UNITED ARAB EMIRATES
TEL : (9716) 5342222 - FAX : (9716) 5342000

E-mail : pro@profilesrhf.com

Website : http://www.profilesrhf.com




TYPICAL DETAIL OF
DECKING SHEET STEEL
RH 64/150, RH 45/150

Typical detail of deckslab with Profile decking sheet acting
as permanent-shuttering.R.C.C. slab is designed as ribbed slab

PROFILE DECKING BRC MESH A- 142 T- 10 (typ.)

——— CONCRETE
/ G.l. (MF)
o _ EDGE ANGLE

R/ A NAR TN

|| MEZZ. SEC. BEAM

STRUCTURAL SCREWS / EDN PINS IN EVERY
ALTERNATE/THIRD VALLEY, ON EVERY BEAM AS PER DESIGN

PROFILES RH FACTORY LLC.

P.O. BOX 656, SHARJAH - UNITED ARAB EMIRATES
TEL : (9716) 5342222 - FAX : (9716) 5342000

E-mail : pro@profilesrhf.com

Website : hitp://www.profilesrhf.com




COMPOSITE
INSULATED
PANELS

PRH 25253

SEE TABLE
BELOW

|
|

COVERING WIDTH 1012 mm

NOMINAL WIDTH 1085 mm

C ite panels are d using rigid

polyurethane with external and internal sheets in steel or

of varying thick ings and colours.

PU
Average Density : 35 Kg/M3
Thickness © 25 - 100 MM

“U’ Value
PU Thickness

25 MM
35 MM
50 MM

* See data sheet for single skin,
* Contact Profiles for information regarding coatings and

colours.

PROFILES RH FACTORY LLC.

P.O. BOX 656, SHARJAH - UNITED ARAB EMIRATES
TEL : (9716) 5342222 - FAX : (9716) 5342000

E-mail : pro@profilesrhf.com

Website : http://www.profilesrhf.com




COMPOSITE
INSULATED
PANELS

28]

SEE TABLE
1 BELOW

LINER INSULATION

COVERING WIDTH §15 mm

NOMINAL WIDTH 972 mm

Composite panels are p d using rigid

polyurethane with external and internal sheets in steel or

of varying thick coatings and colours.

PU
Average Density : 35 Kg/M3
Thickness 1 25 - 100 MM

“U’ Value

PU Thickness
25 MM

35 MM

50 MM

* See data sheet for single skin.
* Contact Profiles for information regarding coatings and

colours,

PROFILES RH FACTORY LLC.

P.0. BOX 656, SHARJAH - UNITED ARAE EMIRATES
TEL : (9716) 5342222 - FAX : (9716) 5342000

E-mail : pro@profilesrhf.com
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COMPOSITE
INSULATED
PANELS

PRH 35/207

SEE TABLE
BELOW

COVERING WIDTH 1035 mm
NOMINAL WIDTH 1085 mm

C ite panels are using rigid

polyurethane with external and internal sheets in steel or

of varying thick ings and colours.

PU
Average Density : 35 Kg/M3
Thickness : 25-100 MM

“U’ Value

PU Thickness
25 MM

35 MM

50 MM

* See data sheet for single skin.

* Contact Profiles for inf

colours.

PROFILES RH FACTORY LLC.

P.O. BOX 656, SHARJAH - UNITED ARAB EMIRATES
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COMPOSITE
INSULATED
PANELS

PRH 38/200

SEE TABLE
BELOW

COVERING WIDTH 1000 mm

NOMINAL WIDTH 1045 mm

Composite panels are produced using rigid
pelyurethane with external and internal sheets in steel or

of varying thick ings and colours,

PU
Average Density : 35 Kg/M3
Thickness. : 25100 MM

“U’ Value

PU Thickness
25 MM

35 MM

50 MM

* Sea data sheet for single skin.
* Contact Profiles for inf

colours.

PROFILES RH FACTORY LLC.

P.O. BOX 656, SHARJAH - UNITED ARAB EMIRATES
TEL : (9716) 5342222 - FAX : (9716) 5342000
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COMPOSITE
INSULATED
PANELS

PRH 45/150

SEE TABLE

COVERING WIDTH 800 mm

MNOMINAL WIDTH 540 mm

Composite panels are produced using rigid
polyurethane with external and internal sheets in steel or

of varying thick i and colours,

PU
Average Densily : 35 Kg/M3
Thickness 1 25-100 MM

“U’ Value

PU Thickness w/mz2eC
25 MM 0.76
35 MM 0.54
50 MM 0.38

* See data sheet for single skin.
* Contact Profiles for information regarding coatings and

colours.

PROFILES RH FACTORY LLC.

P.O. BOX 656, SHARJAH - UNITED ARAB EMIRATES
TEL : (9716) 5342222 - FAX : (9716) 5342000

E-mall : pro@profilesrhf.com
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COMPOSITE
INSULATED
PANELS

PRH 45/250

SEE TABLE

COVERING WIDTH 1000 mm

NOMINAL WIDTH 1053 mm

Composite panels are produced using rigid

polyurethane with external and internal sheets in steel or

of varying thick ings and colours.

PU
Average Density © 35 Kg/M3
Thickness : 25- 100 MM

“U’ Value
PU Thickness

25 MM
35 MM
50 MM

* See data sheet for single skin.

" Contact Profiles for infc ion regarding

colours.

PROFILES RH FACTORY LLC.

P.O. BOX 656, SHARJAH - UNITED ARAB EMIRATES
TEL : (9716) 5342222 - FAX : (9716) 5342000

E-mail : pro@profilesrhf.com

Website : hitp://www.profilesrhf.com




COMPOSITE
INSULATED
PANELS

PRH 50/167

Ta

SEE TABLE
BELOW

L isan

COVERING WIDTH 1000 mm

NOMINAL WIDTH 1055 mm

Ce ite panels are p wsing rigid

polyurethane with external and internal sheets in steel or

of varying thick ings and colours.

PU
Average Density : 35 Kg/M3
Thickness : 25-100 MM

“U’ Value

PU Thickness
25 MM

35 MM

50 MM

* See data sheet for single skin,
* Contact Profiles for information regarding coatings and

colours.

PROFILES RH FACTORY LLC.

P.O. BOX 656, SHARJAH - UNITED ARAB EMIRATES
TEL : (9716) 5342222 - FAX : (9716) 5342000

E-mail : pro@profilesrhf.com
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INSTALL WALL
PANEL INFORMATION

COVER WIDTH 1076 mm

INTERNAL FACE

PRODUCT DESCRIPTION
Install wall is a factory made insulated wall panel having
embossed aluminium or steel facings combined with
polyurethane foam core. The panel is 50mm thick and
has a width of 1076mm with lengths up to 10.0 meters.
The side joint is formed with tongue and groove, factory
sealed in the inner groove. External facing of 0.75mm
embossed galvanised steel or aluminium is protected
against corrosion with a multicoat protective system,
The inner facing is 0.75mm galvanised embossed steel or
aluminium with off-white decorative finish.
An unembossed finish is available if required.
WIDTH:
300mm to 1076mm with standard of 1076mm
MAXIMUM LENGTH:
Up to 10.00 meters.
THICKNESS OF PANEL:
S0mm
CORE:
Self bonding polyurethane foam
FACINGS:
0.75mm embossed steel to both sides conforming to
ASTM AB53 hot dipped galvanized with 275 grs/m2 of zinc
1 coating (both sides) without ribs or colour coated
" 50 e INSULATION inium conforming to BS4300/6 N31 TEMPER H16
4 COLOURS AVAILABLE: (Client to check availability prior to beoking)
Lum;mon FaCE RAL 1008, 1013, 1015, 3004, 3011, 3016, 5001, 5003,
5011, 5014, 6003, 6009, 6018, 7001, 7005, 7022, 7032,
7035, 7039, 8007, 8014, 8019, 9001, 9002, 9005, 9010.
THERMAL VALUE
'U' VALUE 0.36 wim2o C

EXTERIOR FACE

PROFILES RH FACTORY LLC.

P.O. BOX 656, SHARJAH - UNITED ARAB EMIRATES
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PROFILES
RH FACTORY

GRP TRANSLUCENT SHEETS

STAINLESS STEEL SELF TAPPING SCREWS
Application: Fixing of Sandwich Panels
Fixing of Single Skin Sections

TYPE “A": Thread of 2,54 - Pointed end
* On wood purlins

= On steel purling less than

3 mm thickness

Screw with () 19mm washer
6,5 x 25mm

6,5 x 70mm

6,5 x 130mm

D19

TYPE “B": Thread of 1,81 - Flat end
= On steel purlins exceeding

3mm thickness @19
Secrew with (7) 19mm washer

6,3 x 20mm |
6,3 x 8B0mm

6,3 x 110mm

POP Blind Rivets

Sealed Type - 99.5% pure Aluminium
material composition to BS 1475 A199.5
Mandrel: Aluminium (A)

PD 68A 48 x 11.4mm

——

PURLIN TAPE:

Construction

Polyester/cotton cloth laminated

to a polyethylene backing with a

high tack, natural rubber adhesive. =
Colors [
Silver or Black

Our GRP Translucent Sheets are moulded
to any profile using clear UV stablised
Polyester Resins reinforced with Powder
Bonded 'E' Grade fiberglass Mats. The raw
materials used are from reputed
manufacturers.

Particular care is taken to see that there are no
air pockets in the laminate and the surface
which is not in contact with the Mould is top
coated to provide closed surface which
increases the life of Translucent Sheet.

We use GRP for manufacturing our
Translucent Sheets,

BUTYL STRIP

Roofing & Cladding - gutter

joints, side and end laps

(special 'U' shape strip

available for double seal on

end laps), joining single

skin rooflights.

Composition: Blend of cross-linked Butyl and
inert fillers extruded into strip or bead to form a
roll, with paper backing.

Application: By hand direct from roll. Apply
firmly to one joint surface, remove backing
paper, press other surface firmly onto strip face.

Size: Thickness 2.5mm Length 19mm Width Smm

SADDLE WASHER
Used for crown fixing on single skin sheeting. /==
G.L. / Alum. colour to match sheeting

along with rubber washer.

SCREW CAP (OPTIONAL)
Coloured plastic caps to fit
hexagonal head of screw & cover
washer.

FILLER BLOCK
BIG

SMALL

Sealing all roofing/cladding profiles against
water/water vapours ingress. Roof light fillers.
Eaves and ridge fillers

PROFILES RH FACTORY LLC.

P.O. BOX 656, SHARJAH - UNITED ARAE EMIRATES
TEL : (9716) 5342222 - FAX : (9716) 5342000

E-mail : pro@profilesrhf.com

Website : http://www.profilesrhf.com




BIRD SCREEN 4

SHEET METAL BODY

END SKIRT

RIDGE VENTILATORS WITH
BIRDSCREEN AMD DAMPER

FLAT RIDGE

RIDGE FLASHING

FOR EAVE GUTTER AREA
FOAM CLOSURE FLASHING Z
& VALLEY GUTTER AREA EAVE FLASHING / GUTTER

FOIL TAPE FILLER BLOCK—l
i

i

(a) FOR PANEL (a) FOR SINGLE SKIN

DETAIL FOR ROOF SHEETING END. (EAVE SIDE)

PROFILES RH FACTORY LLC.

P.O. BOX 656, SHARJAH - UNITED ARAB EMIRATES
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APRON FLASHING

FILLER BLOCK
SLOPE
-

EXTERNAL
CORNER APRON FLASHING

ENDWALL FLASHING - 1

INTERNAL
CORNER

CORMER FLASHING

DRIP FLASHINGS

PROFILES RH FACTORY LLC.
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FIXING DETAILS

5/5/ G.| SCREW WITH WASHER
FIXING THROUGH EVERY SECOND VALLEY / ALL
VALLEYS ON EVERY PURLIN AS PER DESIGN.

w
o
Z
=
w
w
I
w

¥ ON END LAPS.

5/5 G.| STEEL SCREW WITH WASHER

=i

FIXING THROUGH EVERY CROWN / VALL!

PURLIN
TAPE
{FOR ALUMINIUM
SHEETING OR

LINER

PROFILES RH FACTORY LLC.

P.O. BOX 656, SHARJAH - UNITED ARAB EMIRATES
TEL : (9716) 5342222 - FAX : (9716) 5342000
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PANEL
OVERLAP DETAILS

5/5 / G.I. STEEL SCREW THROUGH :.?:0%“;;‘?3:&0"6 EACH.SIDELAR
EVERY SECOND VALLEY
ON EACH PURLIN FOR
ROOF & WALL AND EVERY III\
VALLEY ON END LAPS. 1 \
SINGLE SHEETS |

Jeh i ]
PURLIN 5

PANELS t.

PURLIN

8/5 / G.l. STEEL SCREW THROUGH
EVERY SECOND CROWN/VALLEY
FOR ROOF AND EVERY SECOND
VALLEY FOR WALL ON EACH
PURLIN, AND ON EVERY
CROWMN/VALLEY ON

END LAPS.

_ SPACER

SINGLE SHEET/SINGLE SHEET

e ——
=

PANELIGRP SHEET ek B

| OVERLAPPED STR
00 WOE

il
PANELPANEL (OPTION 1} OPTION | OPTION II
WITH WIDER FLANGE PURLIN

FOR ALUMINIUM PANELS

PANEL/PANEL (OPTION 11)
WITH G.I. STRIP

e ‘

FOR G.I. PANELS

PROFILES RH FACTORY LLC.

P.O. BOX 656, SHARJAH - UNITED ARAB EMIRATES
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PURLIN
SLEEVED SYSTEM

INTRODUCTION

The system gives an excellent strength-to-weight ratio which
when combined with the ease to detail fabrication drawings
and to erect gives impressive cost savings.

DESCRIPTION

Z Section i for use as ¥
supports for roof sheeting, and where applicable insulation and
liner trays for spans up to 10.0m depending on the load to be
applied and where the cladding or liner tray offers adequate
support by virtue of its fixing, ie. fixed according to sheet
manufacturers instructions.

SPECIFICATION

Z Sections are manufaciured from ASTM AB53 structural quality
pre hot dipped galvanised steel 1o GS0 with a minimum guaranteed
yield strength of 345 Nimmz2.

FINISHES AVAILABLE

Pre-hot Dipped Galvanised 1o ABS3 coating G 90 as standard.
Other coating details can be supplied by arrangement.

PROFILES RH FACTORY LLC.

P.O. BOX 656, SHARJAH - UNITED ARAB EMIRATES
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PURLIN
SLEEVED SYSTEM

DETAILS & DIMENSIONS

All holes 14 mm diameter for M12 bolts. (U.N.O) For easy handling on site it is suggested that 122 and
All dimensions in millimetres, 142 se_c_luons arn keptioa cemie length of.10.0m.
Remaining sections to a maximum length of 15.0m. It
should be noted that lengths in excess of 13.0m may

carry a higher transport charge.

Clearance between purling at all joints - 6mm.

End fixing holes are supplied as shown, other 14 mm
diameter holes which may be required are normally
pierced in pairs on standard gauge lines.

STANDARD PIERCING SLEEVES CLEATS
122 SERIES

e Ovwerall Length ~ WidaFiange Narraw Flange

Wtsg;;_ -1‘------7123_:5

az | a2 Llas—-l
£ Raher
142 SERIES
f————— Overall Lengin —
o = SR
- |'aa [_m_| VAntl sng rod holes if required 4 1|
Span

Span

Anti sag rod holes if required 5 ||
|
£

Ratter

£ Raher
172 SERIES

Rafter

Overall Length —rre s

" Ani 385 rod holes il required 70 |—200-h:
Span %]

202 SERIE
Overall Length

J_'r"ii_'———T———— 16|

laz |—as0— ANt sag rod holes if required
Span

Narrow Flango

€ FRafter
232 SERIES

verall Length
Owverall Lengtl Wida Flange

Anti sag rod holes if required
Span

it h
Ovanl Langth —ere s

‘At sag rod holes i required 3-+.
Span

Fafter §

PROFILES RH FACTORY LLC.
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STANDARD
PURLIN DETAILS

"-(\
= (D)

7s (@)
P
o by

(g\@
I 4—\-\’?"
@

SECTION
DEPTH
THICKNESS
TOP FLANGE
Bim. FLANGE
WEIGHT
AREA
£+
2 (Top)
lyy (Top)

Yy

SECTION
DEPTH
THICKNESS
TOP FLANGE

Btm. FLANGE
WEIGHT
AREA

[+
Zex (Top)
lyy (Top)
vy
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PURLIN
SLEEVED SYSTEM

Puring are normally produced

‘with standard end holes in

every purkin, overhang fixing
FERMANENT holos are then added 1o suit
GABLE individual requirements.

Purin of side rail
extonded in length
%0 suit desired overhang

FUTURE EXTENSION
GABLE

Siub purkn used lo acharve
desired overhang whorg
everhang is greater than
half of standard sleeve
langeh

Purling or Max overhang
side rail  dim A (mm)
FUTURE EXTENSION 122 Sarigs 252
GABLE = 142 Series 307
Standard sleeve cut down P 2 172 Series 357
to st desired averhang 1 202 Series. 417

e 242 Series 477
262 Series 485
300 Series 500

STANDARD PURLIN/RAIL CLEATS

A holes 14mm for 12mm bolts (Gr.8.8)

Standard cleats are nermally supplied black base metal suitable
for welding to raMers.

By arrangement cleats can be supplied with additional holes in
ihe base leg of angle cleats for bolting to rafers on site and
supplied with a finish hot dipped galvanised / or painted with
standard primer

SERIES 122 SERIES 142
Pressed Angle wi= 1,10 kg  Pressed Angle wl = 1.12 kg

SERIES 172 SERIES 202 SERIES 232 SERIES 250 SERIES 300
Pressed Angle wt = 1.30 kg Pressed Angle wi = 1.49 kg Pressed Anglowi=200ky PressedAnglewl =234 kg  Pressed Angle wi = 2.75 kg

PROFILES RH FACTORY LLC.

P.O. BOX 656, SHARJAH - UNITED ARAB EMIRATES
TEL : (9716) 5342222 - FAX : (9716) 5342000

E-malil : pro@profilesrhf.com
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PURLIN
OVERLAPED SYSTEM

Purting are normally
‘with standard end holes in
every purkin, overhang fixing
PERMANENT - holes are then added 1o $ult
GABLE individual requiremants.

Purlin or sice rail
axtended in bength
to suit desired overhang.

PERMANENT
MAIN FRAME

Purling or Max overhang
side rail__ dim A (mm}
FUTURE EXTENSION 122 Serles 258
GABLE 143 Sari 07
Stancard sleave cut down 172 Series 357

ta suit desired overhang, 202 Series 417

232 Series 47T

262 Seras 485

300 Series 500

STANDARD PURLIN/RAIL CLEATS
All holes 14mm for 12mm bolts (Gr.8.8)

Standard cleats are narmally suppled biack bare metal sultable
for welding ta rafters.

By arrangement eleats can be supplied with additional hales in
the base leg of angle cleats for bolling to rafters on site and
supplied with a finish hot dipped galvanised / or painted with
standard primer.

SERIES 122
Pressed Angle wim 1.10 kg

SERIES 172 SERIES 202 SERIES 232 SERIES 250 SERIES 300
Pressed Angle wt = 1.30 kg Pressed Anglewt=1.49kg  Pressed Angle wi=200 kg Pressed Angle wi=234 kg  Pressed Angle wi= 2.75kg

PROFILES RH FACTORY LLC.

P.O. BOX 656, SHARJAH - UNITED ARAB EMIRATES
TEL : (9716) 5342222 - FAX : (9716) 5342000
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75 Kg/m2

RECOMMENDED PURLIN SIZES

FOR GRAVITY LOADS

100 Kg/m2

Z-14215

Z-14215

367

367

- 14215 * i
387

- 14215
367

Z-

14215
36T

Z-14215
367

| Z-14215
367

387

- 14215
387

Z-14215

367

s

14215

36T

hiE sk
367

[z=142is |

367

sig2am);

3687

-14:2‘5
367

Z-14215

367

z-

14215

367

Z - 14220

| z14215

= 1715

| z1r21s

367 |

367

367 |

367

Z-17215

367

17215

367

- 17218

- 20215

| Z- 20215

367

[z-1r218

367

367

367

= 17215
367

z=

20215
367

- 17220

| z-17215

= 17220

| Z-17218

367

367

867

667

it |

367

17215
66T

- 17220

|z-17215

- 20220

- 20215

- 25015

- 20220 | Z-

BE67

367

667

367

867

867

20215

e

- 20220

| z- 20215

- 25020

-25015 [ Z-2

BT

367

667

667

- 25015
867

- 25020 | Z-
86T

25015
BET

- 25020

| Z- 25015

367

- 25020

867

- 25015
667

- 25015
BET

- 25020 | Z-

25015

867

667

Z- 25015
BBT

- 25020

967

- 25015

- 30020

Z-25020 | Z-

25015

867

867

96T

867

Z- 25015

- 30020

- 30015 - Zz

- 30020

Z-30020 | Z-

30020

BET

867

867

667

96T

867

Z- 30015

- 30020

- 30020 - Zz

- 30020

Z-30020 | Z-

30020

987

967

667

BE7

SET

Z - 30020

Z-30015

- 30025

30020 | 2- IE

- 30020

Z-30025 | Z-

GET
30020

687

687

BET

BET

GET

1.) Limiting Daflection: L1180

2.) Seclion sizes are based on the notes given on lollowing page.




WIND UPLIFT
PRESSURE

RECOMMENDED PURLIN SIZES
FOR UPLIFT PRESSURES
(DEAD LOAD CONSIDERED = 0.1KNM®)

100 Kg/m2

PURLIN
PACING|

Int.

Z-14215

| 2-14215

- 14216

14215 | 2- Z-14215 | Z-14215 |Z- - z-14215 | z- - . Z-14215 | Z- 14215 | Z- 14215 |

367

387

387

367 36T 367 367 367 367 367

Z-14215

| Z-14218

- 14216

Z-14215 | z- Z-14215 | Z-14215 |z- - z-14215 | z- - |z 12215 [z- 14215 [ Z- 14215 [ Z- 14215

367

367

Z-14215

| £-142156

367
- 14216

67 367 367 367 367 (78 367

-14215 | 2- Z-14215 |Z-14215 |Z- - Z-14215 | z- - - Z-14218 | Z- 14220 | Z- 14215

367 |

367

Z-14215

Z£142156

387
- 14215

367 36T 367 367 367 667 367
Z 142156 = Z-14215 - 14220 - ) Z-14215 = i : _Z_:N_ZE:": _Z_‘ 1422,5 Z- 14218

367

Z-142156

| Z-14216

a7
- 14216

[ D= 35? 36T 367 367 367 667 667
Z-14216 - Z-14215 - 14220 = = Z-14215 = 2 ¥ Z-17215 | Z-17220 | Z-17215

367 |

367

387

367 7 36T 66T 3 367 367 667 367

Z-14215

| 2-14215

- 14220

14215 - Z-14215 - 14225 - - Z-14215 - - - Z-17215 | Z- 20220 | Z- 20215

367

367

Z-14220

| Z- 14215

387
- 142256

367 36T ag7? 5 367 367 667 367
- 14215 - 2-14215 - 17220 - - Z-17215 - - - Z-20215 | Z-25020 | Z - 25015

387 |

Z- 14220

==
1 Z-14215

667
- 14225

367 BET 867 367 367 667 367
-14215 2-17215 - 20220 - - Z-17215 - - z £-20215 | Z- 25020 | Z- 25015

967

367

967

66T 36T 66T 367 367 967 667

Z-17220

2277215 |

- 17220

17215 | 220220 | 2-20215 | 220220 |2 20eis | z-20ea0 | z-20215 | 2- : 25020 226015 | 2- 25020 | 226015

367

Z-20215

367
| Z2-20216

667

a67 367 967 367 BET 967 967

- 20220

- 20215 | Z2- 20220 | Z- 20215 - 25020 - . Z- 20215 - = - Z-25015 | Z-25025 | Z- 25015

367

367

66T

67 BET BET 867 BET BET 8967 967

Z-17220

| 2-17215

Z- 20220

- 20215 - 26020 | Z- 25015 - 25020 - - Z - 25015 5 = - Z- 25015 2 - 25020

967

667

967

667 BET 367 967 367 € 967 667 667

Z-20220

| z- 20215

Lap{mm}

66T

367

LoD [

667

-25015 | Z- 26020 | Z-25015 | Z-25020 |Z- - z-25015 | z- - - Z- 25020 Z-30020
367 BET BET 867 BET GET 667 E67

10.0

Z-20220

| Z- 20215

Z - 25020

-25015 | Z- 26020 | 2- 25015 | 2-25025 |2- - Z-25015 | 2- 125 - Z-30020 | Z- 50020 | Z- 30020

Lap{mmj}

967 |

B67

267

667 BET BE7 6T € 867 GET 6T 66T

1.) Limiting Daflection: L1120 2.} Section sizes are based on the notes given on the following page




NOTES FOR PURLIN
SECTION TABLE

NOTES FOR PURLIN SECTION TABLE:

1. The purlin sizes indicated are the minimum and are applicable only for the loads mentioned and for
maximum roof slope of 107 & for minimum 4 span continuous bays. (Difference in span not exceeding 15%)

2. The gravity loads mentioned in the tables shall be the total load per square meter, which shall include all
the loads, (including self weight of purlins), imposed and collateral loads. The gravity loads mentionad
are unfactored working loads. The wind pressures mentioned are the basic wind pressures.

. The section sizes have been designed based on clause C3.1.3 AISI code-1996 for design of cold formed steel
structural Ac aly the ing and related fastners should strictly satisfy all the requirements
of the above mentioned clause.

. Serviceability criteria in design of the sections has been considered as per MBMA-2002 code.

. For the roof slopes greater than 10° and for other loadings and span conditions, please consult Profiles R.H.
Factory Engineering department.

. Antisag rods shall be provided as follows:
a) No antisag rod for spans upto 4.0m.
b) 1 no. antisag rod for spans from 4 to 7.6m,
c) 2 nos. antisag rods for spans from 7.7 to 8.5m.
d) 3 nos. antisag rods for spans from 8.6 to 10m.

. For sizes for purlin sleeved system, consult Profles R.H. Factory Engineering Department.
. The overlaps to be provided strictly as per the table and the details as shown below.

. For purlin section table, refer to the preceding pages.
6 Mos, M12 BOLTS (G 8.8)

TYPE -1
FOR OVERLAP OF 367
10 Nos. M12 BOLTS {Gr8.8)

FOR OVERLAP OF 667

10 MNos. Mi2 BOLTS (Ge8.8)

FOR OVERLAP OF 967
STANDARD OVERLAP DETAILS

PROFILES RH FACTORY LLC.
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A . Profiles R.H.Factory can produce Channels of
depth ranging from 120mm to 300mm.
length up 10 12 meters.

D >Rt

B . Cold Formad to MBMA Specification.

B

C . Section Properties

SECTION C2101.5 | C2102.0 | C2102.5 | C2401.5 | C2402.0 | C2402.5 | C2581.5 | C2582.0 |C2582.5
DEPTH 210 210 210 240 240 240 258 258 258
THICKNESS 1.5 2.0 2.5 1.5 2.0 2.5 1.5 20 25
TOP FLANGE 45 45 45 &7 67 67 58 58 58
Btm. FLANGE 45 45 45 67 67 B7 58 58
Liplength, 16 16 16 16 16 16
Inside Radius 4 4 4 4 4 4
Angle - 90 80 90 90 90 a0
Waight 393 5.24 . 4.78
6,308 i 9.674
373.131
Zxx Top 35.536
Zxx Bottom 35.536
Rxx 76.909
Iyy Top ¥ 7.26
Iyy Bottom . 7.28
Zyy 4.19
Ryy 15.168
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PROFILES PRE-ENGINEERED

RH FACTORY BUILDINGS

Spons Halls
HoslShops

Labous Camps
AinCoalt Hangars
Schools & Restamsants
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PRUFILES DA, RASTORI

*Professionalism is our Strength.

*Qluality Product is our Pride.

Profiles R.H. Factory has ehdeavored to
ensure the infermation provided in this
brochure is correct at the time of
publication: However, the informationmay be
amended without notice: Allenauiries
concerning the cladding sheuld be made to
Sales & Marketing Pivision.

. PROFILES RH FACTORY LLC.
PO. BOX 656, SHARIAH - UNITED ARAB EMIRATES
TEL : [9716):5342222, FAX (9716) 5342000

— Email ~pro@profilesrthf.com
Website © http:/Awwinprofilesrhf.com
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